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TECHNICAL DATA
LED SOURCE
LED-Type

Lifetime (hours)
LED numbers
LED colors
OPTICAL SYSTEM
Minimum zoom
Maximum zoom
CONTROL
Protocol
Cooling
Protocol
Cooling
EFFECTS
Dimmer
Shutter
CONNECTORS
Signal connection
Max.cable length

Osram Ostar

50.000h

1

RGBW, CwWw

3,5º

34º

DMX-512

Temp. controlled, overheating protection

DMX-512

Temperature controlled, convection

0 - 100% electronic

Max. 10 Hz electronically

XLR 4-pin

60m from PSU

OPERATING CONDITIONS
Mains voltage
Power Watt@230V
Protection
Max ambient temp.
Operating position

MOUNTING OPTIONS
Standing
Hanging
Connecting
Safety wire attachm.

SHIPPING
Single xture
Tourpack
HOUSING COLORS
Standard colors
DIMENSIONS & WEIGHT
Length
Width

Height (head vert.)
Weight

100-240 VAC / 50-60Hz

35 Watt

IP65 (only when used with IP65 XLR connector)

5º - 45º C

Any

Yoke/oor-stand included

Yoke/oor-stand included

Fix multiple X4 together with atom connector

Eyelet

Cardboard

12 pcs. X4 atom  and 1 PSU incl. ightcase

Black

127mm

127mm

196mm

1,8kg


